
Sign Reference

Height

Width

Area

Material

Mount Height

544.1

600 mm

680 mm

0.24 m²

Class RA2 (12899-1:2007)

1500

* Area reduced for rounded corners.

POST(S) & FOUNDATIONS

Earth Cover

Length

Mounting Height

Number

Foundation Depth

Foundation Width

Foundation Length

Foundation Volume

Post Type

further post info

Post Shape

Post Size

Centres

Illumination

Scheme Reference

Description

Post Manufacturer

Post  Model

Proposal Name

Author

Proposal Reference

No. of Foundations

Foundation Material Reinforcement

Environ Name

Wind Class Wind Load

Validated

1

Total = 2700.0mm,  above ground = 2050mm

-

No

350.0mm

350.0mm

600.0mm

0.074m³

150.0mm

Pedestrians In Road - Newcastleton

RM

Pedestrians In Road - Newcastleton

Traffic Signs Plus

Steel Round Post/TSPSP76

Steel/S235;S235J2H;A283D

Circle

76.0mm diam x 3.2mm thickness.

1500mm

1

Scotland inland Yes

BSEN12899UK 1400 N/m²

Notes

- 2x Diagram No. 544.1 Pedestrian in Road ahead

warning Signs to be manufactured.

- Signs to be erected on new poles within grass

verges at a mounting height of 1500mm.

- Edge of signs to be erected a minimum of

450mm from edge of carriageway.

2x

Newcastleton - Pedestrian in Road ahead

Warning Signs - Design

RM

03.10.24
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